
·  

·  

·  

·  

·  

·  

· SMD 3.0. 

· 

· PoE.

Image Sensor

Pixel 2 MP

Max. Resolu�on

ROM

RAM

Electronic Shu�er Speed 1/1s–1/30,000s

Scanning System Progressive

Min. Illumina�on
 
 

Illumina�on Distance

Illuminator On/Off Control

Illuminator Number

Lens

Focal Length 2.8 mm–12 mm

Max. Aperture F1.6–F3.0

Field of View

Op�cal Zoom

Focus Control Auto; semi-auto; manual

Close Focus Distance

DORI Distance
Detect

171 m 67 m 34 m 17 m 

PTZ

Pan/Tilt Range  

Manual Control Speed  

Preset Speed

Preset 300

Tour

Pa�ern 5

Scan 5

Power-off Memory

Idle Mo�on Pa�ern; Preset; Scan; Tour

PTZ Protocol DH-SD4

Intelligence

IVS (Perimeter Protec�on)

 

moving; parking detec�on; people gathering; human 

Face Detec�on

SMD

Video Compression

Streaming Capability 3 streams
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Resolu�on
 

Video Frame Rate
 

 

Bit Rate Control

Video Bit Rate  

Day/Night  

BLC

WDR

HLC

White Balance Auto; indoor; outdoor; tracking; manual; sodium 
lamp; natural light; street lamp

Gain Control Auto; manual; gain prio

Noise Reduc�on

Mo�on Detec�on

Region of Interest (RoI)

Image Stabiliza�on

Defog Electronic

Digital Zoom

Image Rota�on

S/N Ra�o

Audio

Audio Compression  

Network Port

Network Protocol

Interoperability

Streaming Method

User/Host

Storage

Browser

IE 9 and later versions 
 

 

Mobile Client

Port

Audio Input

Audio Output

Alarm Input

Alarm Output 1

Alarm Linkage  
alarm digital output; audio

Alarm Event

Mo�on/Tampering detec�on; audio detec�on; 

detec�on; memory card state detec�on; memory 
space detec�on; power excep�on detec�on

Power

Power Supply  

Power Consump�on  

Environment

Opera�ng Temperature

Opera�ng Humidity

Protec�on  
voltage transient protec�on

Structure

Product Dimensions

Net Weight

Gross Weight
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